
Cordless Pole Saw
UA004G / UA003G 300mm (12")
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* Continuous Usage Time/ Work Amount: Actual performance may vary based on application. Items of standard equipment and specifications may vary by country or area. The weight and dimensions may differ  
 depending on the attachment(s), including the battery cartridge. All pictures shown are for illustration purposes only. In the event of differences arising between the English, Bahasa Malaysia and Chinese  
 versions, the English version shall prevail. Masa Penggunaan Berterusan/ Jumlah Kerja: Prestasi sebenar mungkin berbeza mengikut aplikasi. Spesifikasi standard mungkin berbeza mengikut negara. Berat bersih
 dan dimensi berbeza bergantung pada jenis bateri yang digunakan. Imej yang ditunjukkan hanya untuk tujuan ilustrasi sahaja. Jika terdapat perbezaan antara bahasa, maka maklumat versi Bahasa Inggeris harus 
 digunapakai. 连续使用时间/ 工作量: 实际表现可能因应用情况而异。注: 规格可能因销往国家之不同而异。重量与尺寸因附件(包括电池组)而异。图片仅供参考。如果内容有任何差异或不一致，概以英文版本为准。

Makita Power Tools (Malaysia) Sdn. Bhd. Co. Registration No.: 201301001778 (1031615-M)

HQ & Service Centre 
总部和服务与展示中心

Lot 824, Jalan Subang 5, Subang Industrial Area,
47500 Subang Jaya, Selangor.
Tel: 03-8023 0824 (General) | Fax: 03-8022 1448
 03-8022 1443 (Service)

Johor (Johor Bahru) Service Centre
柔佛（新山）服务与展示中心

No.12 & 14, Jalan Rosmerah 2/9,
Taman Johor Jaya,
81100 Johor Bahru, Johor.
Tel: 07-364 9406  |  Fax: 07-364 9407

Sarawak (Kuching) Service Centre
砂拉越（古晋）服务与展示中心

Lot 1227, Lorong Demak Indah 2A,
Demak Laut Industrial Area, Phase 2A,
93050 Kuching, Sarawak.
Tel: 082-503 361  |  Fax: 082-505 361

Sabah (Kota Kinabalu) Service Centre
沙巴（亚庇）服务与展示中心

Lot 19, Jalan Buah Duku,
Kolombong Light Industrial Estate, Off Kolombong,
Kolombong Zone 1, 88450 Inanam, Kota Kinabalu, Sabah.
Tel: 088-388 278  |  Fax: 088-388 279

www.makita.my
makita@makita.my

Standard Equipment
Saw Chain, Guide Bar, Guide Bar Case, Wrench, Hex Wrench, Band Assembly,
Round File & File Guide Set, Safety Goggles (195246-2), Chain Oil
Available Options
GM102: 1x Fast Charger, 1x 4.0Ah Battery
GZ01: Without Charger & Battery

UA004GM102 / GZ01
1,500W

300mm (12")

Gauge: 1.1 - 1.3mm (0.043 - 0.050") | Pitch: 3/8"

0 - 20m/s (0 - 1,200m/min) (3,940FPM)

160mL

2,516-3,748x156x187mm (99-147-1/2x6-1/8x7-3/8")

7.8 - 9.1kg (17.2 - 20.1lbs.)

153 cuts with BL4040

100 x 100mm Cedar square timber

Max Output

Guide Bar Length

Saw Chain

Chain Speed

Oil Tank Capacity

Dimensions (L x W x H)

Net Weight

Work Amount (approx.)

Li-ion Ah 5.0 4.0 2.5 2.0

* Recommended batteries 4.0Ah, 5.0Ah

Standard Equipment
Saw Chain, Guide Bar, Guide Bar Case, Wrench, Band Assembly,
Round File & File Guide Set, Safety Goggles (195246-2), Chain Oil
Available Options
GM102: 1x Fast Charger, 1x 4.0Ah Battery
GZ01: Without Charger & Battery

UA003GM102 / GZ01
1,500W

300mm (12")

Gauge: 1.1 - 1.3mm (0.043 - 0.050") | Pitch: 3/8"

0 - 20m/s (0 - 1,200m/min) (3,940FPM)

160mL

2,230x156x187mm (88x6-1/8x7-3/8")

6.1 - 7.4kg (13.4 - 16.3lbs.)

153 cuts with BL4040

100 x 100mm Cedar square timber

Max Output

Guide Bar Length

Saw Chain

Chain Speed

Oil Tank Capacity

Dimensions (L x W x H)

Net Weight

Work Amount (approx.)

Li-ion Ah 5.0 4.0 2.5 2.0

* Recommended batteries 4.0Ah, 5.0Ah

300mm (12")

UA004G Telescopic

UA003G Fixed length

*without guide bar
2,230mm*
Total length

Fixed length

2,516 - 3,748mm*
Total length

Telescopic

High power 

Long reach 

High efficiency

Models and specs
may vary by country

PRODUCT
DETAILS

UA004G

Models and specs
may vary by country

PRODUCT
DETAILS

UA003G

PDC1200

33.5Ah

1,206Wh

Battery Side: 1.1m (3.6ft) 
Adapter Side: 0.6m (2.0ft)

Capacity

Energy Capacity

Power Supply Cord

Portable Power Pack Adapter set
PDC1200
Equipped with
built-in battery cells

IPX4
Water Resistance

PDC1200A01 included
- 18Vx2 Adapter (191J51-5)
- DC4001 Battery Charger Set (191L01-2)
- Harness Assembly (127668-8)

Optional 40Vmax
Adapter Set (191N62-4)

PDC01 432Wh (BL1860Bx4)

1.7m (5.6 ft)

18V x2 : 12 Ah (with BL1860B x4)
18V : 24 Ah (with BL1860B x4)Capacity

Energy Capacity

Power Supply Cord

Portable Power Pack Adapter set
PDC01 (191A62-6) included
- 18V Adapter (191J50-7)
- 18Vx2 Adapter (191J51-5)
- Harness Assembly

1

PDC01 (191A67-6) included
- 18Vx2 Adapter (191J51-5)
- Harness Assembly

2

Optional
40Vmax Adapter Set (191N62-4)

PDC01
Powered by up to four 18V LXT batteries

IPX4
Water Resistance

* Without
 battery

Accessories (Optional)

Guide bar / Saw chain / Guide bar cover
Cutter type: CC: Chamfer chisel

Guide Bar Saw Chain Bar Cover Drive sprocket

Part No.Type

CC3/8''LP1.3mm/ .050''Sprocket
nose bar 191G23-2A041 419288-5196206-791PX4630cm/12'' 226992-7Sprocket

3/8''LP

Part No.Bar
length

Motor
Mount Type Part No. No.of drive

links Gauge Pitch Type OREGON Cutter
type Part No.

Guide Bar Saw Chain Bar Cover Drive sprocket

Band assembly set Part No. 191K37-5
The weight of the tool can be distributed on shoulders for 
reduced operator fatigue.

40Vmax 
mechanism 

movie

40Vmax 
series 
movie

Models and specs
may vary by countryUA003G



Battery guard
also can be used as 
an auxiliary grip.

The same or higher operation efficiency than 35 mL class engine models

Maximum total length

3,748 mm

Shortest total length

2,516 mm

Total length

2,230 mm

*Saw head weight

0.7kg

Saw head width

87mm

Anti-fall captive nut

Integrated branch hook
convenient for removing cut 
branches from trees

Slim saw head
The same slim design as engine pole saws 
provides easy maneuverability into branches.

Retractable oil tank cap knob
decreases the chance that the saw 
head will be snagged in branches.

Chain oil tank with high transparency
allows to easily check the amount of 
remaining oil.

High water-resistance
allows to operate the machine 
even if it is wet with water.

High operating efficiency

Active Feedback sensing 
Technology

High power BL motor delivers the same or higher operation 
efficiency than 35mL class 
engine models.

Excellent tool balance
The motor is located in the battery housing at 
the bottom of the tool. This bottom-mounted 
motor reduces the saw head weight, allowing for:
• Ease to control the saw head for easy access 

to a desired cutting position
• Reduced user fatigue and stress

Telescopic

Fixed length

300mm (12")

300mm (12")

UA003G Fixed length

TelescopicUA004G

Telescopic pole
(UA004G only)
Tool-less pole extension and fixing for 
easy adjustment of pole length

/ IPX4/

Torque limiter 
turns the motor off 
if the tool is 
suddenly forced to 
lock

Time

Sudden reduction of 
rotational speed

Auto-Stop

Sp
ee

d

*without guide bar, saw chain and oil


